This work aims to improve the properties of aluminum foams including the mechanical properties and corrosion resistance by electrodepositing a SiC/TiN nanoparticles reinforced Ni-Mo coating on the substrate. The coatings were electrodeposited at different voltages, and the morphologies of the coating were detected by SEM (scanning electron microscope) to determine the most suitable voltage. We used XRD (x-ray diffraction) and TEM (transmission electron microscope) to analyze the structure of the coatings. The aluminum foams and the substrates on which the coatings were electrodeposited at a voltage of 6.0 V for different electrodeposition times were compressed on an MTS (an Electro-mechanical Universal Testing Machine) to detect the mechanical properties. The corrosion resistance before and after the electrodeposition experiment was also examined. The results showed that the coating effectively improved the mechanical properties. When the electrodeposition time was changed from 10 min to 40 min, the W v of the aluminum foams increased from 0.852 J to 2.520 J and the σ s increased from 1.06 MPa to 2.99 MPa. The corrosion resistance of the aluminum foams was significantly improved after being coated with the Ni-Mo-SiC-TiN nanocomposite coating. The self-corrosion potential, pitting potential, and potential for primary passivation were positively shifted by 294 mV, 99 mV, and 301 mV, respectively. The effect of nanoparticles on the corrosion resistance of the coatings is significant.
Introduction
Aluminum foams have the characteristics of both metal materials and foam materials due to their special structure. They are functional materials with the properties of both structural materials and functional materials [1] [2] [3] [4] . Aluminum foams have a unique stress-strain curve including a linear elastic region, a plastic collapse region, and a densification region, which makes aluminum foam materials suitable for use as an energy absorber [5] . Due to its excellent properties including light weight, high sound absorption and insulation performance, heat resistance, and high cushioning performance, it is widely used in sound absorption and sound insulation structures such as sound barriers and sound insulation boards, and for energy absorption and collision protection in automobiles [6] [7] [8] [9] . However, the high porosity of aluminum foam significantly lowers its mechanical strength. When applied in an engineering field, it often fails prematurely, which greatly limits its potential range of applications. 2 of 15 For example, when an aluminum foam is used for sound insulation and heat transfer in an environment that requires a certain load, the aluminum foam will fail and be crushed after the load acts on it for a long period of time [10] . The seawater, micro-organisms, and salt spray in a marine environment can corrode aluminum foams when they are used in marine transportation applications. In order to expand the range of uses of aluminum foams and make them better for practical applications, surface modification methods are used to simultaneously improve their mechanical properties and corrosion resistance. An aluminum foam with a high energy absorption capacity should have a longer and higher stress platform. At present, using the same material to thicken the foam pillar is a common method for improving the energy absorption capacity [11] [12] [13] [14] . However, this method has certain limitations. When the pillar of the aluminum foam is thickened, the platform stress will be improved, but the aluminum foam will be dense [15] [16] [17] . Densification may limit the ability of aluminum foams to absorb energy. At present, the commonly used surface modification methods for aluminum foams include micro-arc oxidation, anodization, electro-less plating, sol-gel deposition, and electrodeposition [18] [19] [20] . Of these methods, electrodeposition is widely used because it is simple, low cost, and easy to control.
At present, there are a number of reports on the use of deposited layers to enhance the properties of aluminum foams. Yuttanant Boonyongmaneerat et al. [21] electrodeposited a nanocrystalline Ni-W coating on open-cell aluminum foams to improve their properties including compressive strength and energy abortion. Zhendong Li et al. [22] confirmed that a thermally evaporating Zn film could significantly enhance open-cell aluminum foams and increase their yield strength. Liu Huan et al. [10] studied the enhancements that a Ni coating could provide to closed-cell aluminum foams. It demonstrated that a Ni coating could improve the properties of aluminum foams including both the mechanical and corrosion resistance properties. Jiaan Liu et al. [23] showed that the corrosion resistance of closed-cell aluminum foams could be improved by an electro-less Ni-P coating. Due to the excellent mechanical properties, corrosion resistance, and wear resistance of the Ni-Mo coating, it often used as an protective coating [24] [25] [26] . SiC nanoparticles have a high degree of hardness, wear resistance, and thermal stability, and TiN nanoparticles have a high degree of hardness, high strength, and corrosion resistance [27] [28] [29] . As far as we know, no research has been done on the use of a Ni-Mo coating and a duplex nanoparticles reinforced Ni-Mo coating to enhance the properties of closed-cell aluminum foams.
In this work, the influence of a Ni-Mo coating and a duplex nanoparticles reinforced Ni-Mo coating on the mechanical properties and corrosion resistance of closed-cell aluminum foams was studied. The effects of electrodeposition voltage and electrodeposition time on the morphology, mechanical properties, and corrosion resistance of the closed-cell aluminum foams were investigated. The deposition mechanism of the duplex nanoparticles reinforced Ni-Mo coating is also discussed.
Materials and Methods

Samples and Solution
We used the method of melt foaming to prepare the closed-cell aluminum foams in this experiment. The density of the samples was 0.2 g/cm 3 . The pore diameter was 4 mm. We used an electrical discharge machine to reduce the sample's dimensions to 20 mm × 20 mm × 9 mm.
To create a good bond between the substrate and the coating, the aluminum foam was pretreated before the electrodeposition experiment. The aluminum foam sample was immersed in a 10~15% H 2 SO 4 solution at 60 • C for 1-3 min. After immersion, the oil was removed. Then, a 5% NaOH solution was used to remove the Al 2 O 3 film from the surface of the samples. The sample was immersed for 2 min. Finally, the aluminum foam was immersed for 5 min in a 10% HNO 3 solution. The corrosion products were removed and activated. After each of the steps was completed, the sample was washed with distilled water to prevent the pretreatment liquid from being contaminated. After the pretreatment steps were completed, the aluminum foam sample was placed in the electrolyte immediately to prevent it from being oxidized in the air. Table 1 shows the electrolyte components that were used in this experiment. The electrolyte was composed of analytically pure reagent and distilled water. The added SiC and TiN nanoparticles (Shanghai Chaowei Nanotechnology Co. Ltd., Nanxiang Hi-Tech Industrial Park, Jiading District, Shanghai) both had a mean particle diameter of 20 nm and purity of 99 wt.%. Since nanoparticles tend to agglomerate in the electrolyte, SDS was chosen as the dispersing agent. The electrolyte was subjected to ultrasonic treatment for 2 h and the electrolyte was stirred using a magnetic stirrer with a speed of 300 rpm during the electrodeposition experiment. Electrolyte (200 mL) was placed in a bath, pure nickel plate (99.99 wt.%) was used as the anode, and the aluminum foam sample was used as the cathode. The anode and the cathode had a distance of 30 mm between them. 
Morphology Investigation
The surface morphology and a cross-section of the coating were observed using a Hitachi S4800 field scanning electron microscope (SEM, Hitachi, Ltd., Tokyo, Japan). The elements were analyzed by energy dispersive x-ray spectroscopy. The structure of the coating was examined by D8 ADVANCE x-ray diffraction (XRD, Bruker, Karlsruhe, Germany). Cu-k α radiation was selected, and the 2θ range was 20~80 • . In order to further analyze the specific structure of the nanocomposite coating and the distribution of nanoparticles, the coating was examined by an FEI Talos F200X transmission electron microscope (TEM, FEI™, Hillsboro, OR, USA) including high-resolution TEM (HR-TEM) and selected area electron diffraction (SAED).
Properties Investigation
An electrodeposited aluminum foam with the dimensions of 20 mm × 30 mm × 40 mm was subjected to a quasi-static compression test on an MTS (an Electro-mechanical Universal Testing Machine, American MTS Corporation, MN, USA) with a selected load of 10 KN, a compression speed of 5 mm/min, and a compression amount greater than 70%.
The corrosion resistance of the sample at room temperature was measured by the three-electrode working system. In this experiment, a 3.5 wt% NaCl solution was used as the etching solution. The working electrode was the aluminum foam sample, the reference electrode was the saturated calomel electrode, and the counter electrode was the platinum plate electrode. The selected voltage range was −2 to 1 V and the scan rate was 2 mV/s. The samples were placed in an immersion test for 120 h to measure the corrosion rate at 25 • C. The immersion solution was a 3.5 wt% NaCl. The samples were weighed to calculate the mass loss every 24 h. Distilled water was used to rinse the samples, and they were dried thoroughly before each weighing. The weight of a sample was expressed as the average of three measurements. The analytical balance that was used to weigh the samples had an accuracy of 0.01 mg.
Theoretical Models
Electrodeposition of metals and alloys refers to the reduction of metal ions from an electrolyte, where electrons (e) are provided by an external power supply. The reaction time and the current can optimize the thickness of a coating. Molybdenum cannot be electrodeposited from the electrolyte solution, but the co-deposition of nickel and molybdenum can be achieved using sodium citrate as an inducer. During the electrodeposition of Ni-Mo composite coatings on an aluminum foam, the following chemical reactions occur at the cathode and anode [30] :
Anode:
Cathode:
With respect to the co-deposition of nanoparticles with a Ni-Mo matrix, the processes include three main steps, as illustrated in Figure 1 . According to Gugliemi's absorption model, Ni ions and Mo ions in the electrolyte solution are first adsorbed on the nanoparticles to form Ni/Mo ionic clouds. Under the electric field force, metal ions and ionic clouds move toward the cathode and are tightly adsorbed on the aluminum foams. Then, the Ni and Mo ions adsorbed on the surface of the nanoparticles are reduced partially at the surface of the foam. Simultaneously, nanoparticles are trapped by the metal matrix and embedded in the Ni-Mo plating layer.
Electrodeposition of metals and alloys refers to the reduction of metal ions from an electrolyte, where electrons (e) are provided by an external power supply. The reaction time and the current can optimize the thickness of a coating. Molybdenum cannot be electrodeposited from the electrolyte solution, but the co-deposition of nickel and molybdenum can be achieved using sodium citrate as an inducer. During the electrodeposition of Ni-Mo composite coatings on an aluminum foam, the following chemical reactions occur at the cathode and anode [30] : Anode:
With respect to the co-deposition of nanoparticles with a Ni-Mo matrix, the processes include three main steps, as illustrated in Figure 1 . According to Gugliemi's absorption model, Ni ions and Mo ions in the electrolyte solution are first adsorbed on the nanoparticles to form Ni/Mo ionic clouds. Under the electric field force, metal ions and ionic clouds move toward the cathode and are tightly adsorbed on the aluminum foams. Then, the Ni and Mo ions adsorbed on the surface of the nanoparticles are reduced partially at the surface of the foam. Simultaneously, nanoparticles are trapped by the metal matrix and embedded in the Ni-Mo plating layer. Based on a theoretical model of Cu electrodeposition, the model of the electrodeposited Ni-Mo alloy coating in this experiment is now described [31] .
The plating deposition rate is expressed by P%, and its expression is:
where P 1 indicates the mass of the substrate before the electrodeposition experiment; P 2 indicates the mass of the aluminum foam covered with a coating; and i indicates the sample number. P% is the ratio of the mass of the aluminum foam covered with a Ni-Mo coating to the mass of the aluminum foam before electrodeposition.
where M NiMo is the mass of the deposited Ni-Mo alloy coating; MM Ni-Mo is the molar mass of Ni-Mo alloy; and ρ and V i indicate the density and volume of the aluminum foam before the electrodeposition experiment, respectively. The Ni-Mo alloy that was formed in this experiment is a Ni-Mo solid solution. When 1 mole of Ni-Mo alloy coating is deposited, 14 moles of electron are required. Then, P% also can be expressed as:
where e is the electric charge of an electron. It is known that n e = q/(N a * e), q = i * t. Then,
where t is the electrodeposition time (in minutes); N a is Avogadro's number with a value of 6.02 × 10 23 ; MM NiMo is 331 g/mol; and e is 1.6 × 10 −19 C. Then,
As this experiment was carried out under a certain voltage, the expression is written as
where u is the electrodeposition voltage and r is the total resistance. The relationship between the deposition rate of a Ni-Mo coating, the electrodeposition voltage u, and the time t can be obtained by Equation (11), and the P% that is obtained by experiments can be verified using theoretical calculations. Figure 2b show the SEM images of the two kinds of nanoparticles with an original size of approximately 20 nm. As can be seen, both kinds of nanoparticles were agglomerated due to the surface effect. Figure 2d -f show the morphologies of the electrodeposited duplex nanoparticles reinforced Ni-Mo coatings, applying electrodeposition voltages ranging from 2.5 V to 6.0 V, respectively. It has been reported that nanoparticles can make a coating have a finer grain and a higher microhardness. In accordance with this, SiC-and TiN-reinforced coatings have structures with finer grain sizes than Ni-Mo composite coatings. As the voltage increased, coating particles were gradually formed and completely covered the substrate. When the voltage was increased to 6.0 V, a uniform coating was prepared on the aluminum foam. The SEM image shown in Figure 2i revealed that the surface of the coating had nanoparticles dispersed upon it. At the voltage of 6.0 V, a nodular and homogenous Ni-Mo coating was also obtained. It is known that a larger electrodeposition voltage can increase the nucleation driving force, so plating particles are formed. The metal ion deposition rate was sufficiently high to form a uniform and dense coating on the substrate at the voltage of 6.0 V. Figure 2h shows the morphology of a cross-section of aluminum foam that was subject to electrodeposition for 10 min at 6.0 V. The coating had a thickness of about 25 µm. The bond between the plating layer and the substrate was good, the thickness of the plating layer was relatively uniform, and there were no cracks or discontinuities.
Results and Discussion
Coating Characterization
sufficiently high to form a uniform and dense coating on the substrate at the voltage of 6.0 V. Figure  2h shows the morphology of a cross-section of aluminum foam that was subject to electrodeposition for 10 min at 6.0 V. The coating had a thickness of about 25 μm. The bond between the plating layer and the substrate was good, the thickness of the plating layer was relatively uniform, and there were no cracks or discontinuities. Figure 3 shows the XRD patterns of the coatings. The body-centered cubic structure that corresponds to nickel's (111), (200), and (220) diffraction peaks. No diffraction peak of molybdenum was detected, indicating that the nickel atom and the molybdenum atom existed in the form of a Ni-Mo solid solution. The nanoparticles did not change the structure of the Ni-Mo coating. In the XRD patterns, there were no diffraction peaks related to nanoparticles. This is mainly because the size of the nanoparticles was too small, their content too low, and the distribution was uniform [32] . The intensity of the peaks of the XRD patterns of the coatings electrodeposited at 6.0 V for different times were different. We used the Scherrer formula to calculate the crystallite size: Figure 3 shows the XRD patterns of the coatings. The body-centered cubic structure that corresponds to nickel's (111), (200), and (220) diffraction peaks. No diffraction peak of molybdenum was detected, indicating that the nickel atom and the molybdenum atom existed in the form of a Ni-Mo solid solution. The nanoparticles did not change the structure of the Ni-Mo coating. In the XRD patterns, there were no diffraction peaks related to nanoparticles. This is mainly because the size of the nanoparticles was too small, their content too low, and the distribution was uniform [32] . The intensity of the peaks of the XRD patterns of the coatings electrodeposited at 6.0 V for different times were different. We used the Scherrer formula to calculate the crystallite size:
where λ represents the wavelength of the x-ray (0.15406 nm); K is the Scherrer constant (0.9); β is the full width of the reflection line at half maxima; and θ is a Bragg diffraction angle. 
where λ represents the wavelength of the x-ray (0.15406 nm); K is the Scherrer constant (0.9); β is the full width of the reflection line at half maxima; and θ is a Bragg diffraction angle. Table 2 shows the results. As the electrodeposition time increased, the grains of the coatings accumulated and the crystallite size increased. Comparing the crystallite size of the Ni-Mo coating to that of the duplex nanoparticles reinforced Ni-Mo coating, it can be seen that the nanoparticles decreased the crystallite size of the coating. Nanoparticles can inhibit the grain growth because they provide nucleation dots. Table 2 . Crystallite size of different coatings electrodeposited at 6.0 V.
Coatings (Electrodeposition Time) Crystallite Size (nm)
Ni-Mo (10 min Figure 4 shows the EDS (energy dispersive spectrometer) elements mapping of the duplex nanoparticles reinforced Ni-Mo coating. Ni, Mo, Si, C, Ti, and N elements were detected. The existence of Si, C, Ti, and N elements indicates that duplex nanoparticles were successfully electrodeposited in the Ni-Mo composite coating. The EDS element mapping demonstrates the specific distribution of duplex nanoparticles. Nanoparticles were uniformly dispersed in the coating, but partial agglomeration occurred. Since the coating used for EDS (energy dispersive spectrometer) detection was a 100 nm thin layer, the distribution of nanoparticles inside the coating can be known. Table 2 shows the results. As the electrodeposition time increased, the grains of the coatings accumulated and the crystallite size increased. Comparing the crystallite size of the Ni-Mo coating to that of the duplex nanoparticles reinforced Ni-Mo coating, it can be seen that the nanoparticles decreased the crystallite size of the coating. Nanoparticles can inhibit the grain growth because they provide nucleation dots. Table 2 . Crystallite size of different coatings electrodeposited at 6.0 V.
Ni-Mo (10 min Figure 4 shows the EDS (energy dispersive spectrometer) elements mapping of the duplex nanoparticles reinforced Ni-Mo coating. Ni, Mo, Si, C, Ti, and N elements were detected. The existence of Si, C, Ti, and N elements indicates that duplex nanoparticles were successfully electrodeposited in the Ni-Mo composite coating. The EDS element mapping demonstrates the specific distribution of duplex nanoparticles. Nanoparticles were uniformly dispersed in the coating, but partial agglomeration occurred. Since the coating used for EDS (energy dispersive spectrometer) detection was a 100 nm thin layer, the distribution of nanoparticles inside the coating can be known. Figure 5a presents the TEM images under a bright field. From the images, it was found that the nanoparticles were tightly embedded in the Ni-Mo metal matrix and there were no voids between them. The interface between the nanoparticles and the Ni-Mo metal matrix was clear and there were no harmful interfacial reaction products. The selected area electron diffraction rings in Figure 5b correspond to the (111), (200), (220), and (311) crystal faces of the nickel-molybdenum solid solution, respectively. The fast Fourier transform (FFT) and inverse FFT of the nanoparticles in Figure 5a are shown in Figure 5c . The nanoparticles were proven to be 6H-SiC, which have a hexagonal closedpacked (HCP) structure with a Lattice constant of 3.08 Å. Figure 5a presents the TEM images under a bright field. From the images, it was found that the nanoparticles were tightly embedded in the Ni-Mo metal matrix and there were no voids between them. The interface between the nanoparticles and the Ni-Mo metal matrix was clear and there were no harmful interfacial reaction products. The selected area electron diffraction rings in Figure 5b correspond to the (111), (200), (220), and (311) crystal faces of the nickel-molybdenum solid solution, respectively. The fast Fourier transform (FFT) and inverse FFT of the nanoparticles in Figure 5a are shown in Figure 5c . The nanoparticles were proven to be 6H-SiC, which have a hexagonal closedpacked (HCP) structure with a Lattice constant of 3.08 Å. Figure 6a shows the stress-strain curves of the aluminum foam and the aluminum foams subjected to electrodeposition for different times. The enlarged elastic region of the curve is shown in Figure 6b . The stress-strain curve of the aluminum foam includes three parts: an elastic deformation stage, a yield stage, and a densification stage. In the initial stage of the compression experiment, the stress increased as the strain increased. The relationship between stress and strain was linear. When the curve entered the yield stage, the stress appeared to be small or substantially constant as the strain increased. In the densification stage, since the pores inside the aluminum foam burst and collapsed, the stress increased sharply at this stage and the strain remained substantially unchanged. Figure 6a shows the stress-strain curves of the aluminum foam and the aluminum foams subjected to electrodeposition for different times. The enlarged elastic region of the curve is shown in Figure 6b . The stress-strain curve of the aluminum foam includes three parts: an elastic deformation stage, a yield stage, and a densification stage. In the initial stage of the compression experiment, the stress increased as the strain increased. The relationship between stress and strain was linear. When the curve entered the yield stage, the stress appeared to be small or substantially constant as the strain increased. In the densification stage, since the pores inside the aluminum foam burst and collapsed, the stress increased sharply at this stage and the strain remained substantially unchanged. Compared with the aluminum foam matrix, the elastic modulus and the platform stress of the aluminum foams after the coating was deposited were improved. When the strain remained the same, the stress of the aluminum foam after electrodeposition was larger than that of the aluminum foam substrate. There are two main reasons for the increase in strength and elastic modulus of aluminum foams with electrodeposited coatings. The first reason is that, due to the particularity of the structure of the aluminum foam, the deformation of the aluminum alloy during the compression experiment was not synchronized, resulting in separation of the coating from the substrate. The second reason is the friction and extrusion between the coating and the substrate. The stress-strain curve also showed that the coating increased the energy absorption of the aluminum foam.
Mechanical Behavior
The density of an aluminum foam affects its mechanical strength. An increase in density will increase the compressive properties. The density is related to the electrodeposition time. The electrodeposition time determines the quality of the coating that is deposited on the substrate, so the quality affects the mechanical strength of the substrate. Table 3 lists the coefficient of variation P% of different electrodeposition times. The resistance, which includes the external contact resistance r1, the solution resistance r2, and the resistance of the cathode film r3 during the electrodeposition process, Compared with the aluminum foam matrix, the elastic modulus and the platform stress of the aluminum foams after the coating was deposited were improved. When the strain remained the same, the stress of the aluminum foam after electrodeposition was larger than that of the aluminum foam substrate. There are two main reasons for the increase in strength and elastic modulus of aluminum foams with electrodeposited coatings. The first reason is that, due to the particularity of the structure of the aluminum foam, the deformation of the aluminum alloy during the compression experiment was not synchronized, resulting in separation of the coating from the substrate. The second reason is the friction and extrusion between the coating and the substrate. The stress-strain curve also showed that the coating increased the energy absorption of the aluminum foam.
The density of an aluminum foam affects its mechanical strength. An increase in density will increase the compressive properties. The density is related to the electrodeposition time. The electrodeposition time determines the quality of the coating that is deposited on the substrate, so the quality affects the mechanical strength of the substrate. Table 3 lists the coefficient of variation P% of different electrodeposition times. The resistance, which includes the external contact resistance r 1 , the solution resistance r 2 , and the resistance of the cathode film r 3 during the electrodeposition process, are all uncertain. The resistance at 10 min of electrodeposition was used as the resistance in this experiment. The coefficient of variation of 20 min, 30 min, and 40 min of electrodeposition, as calculated by the established electrodeposition theoretical model, was 21.35%, 33.76%, and 42.16%, respectively, while the P% obtained from the experiment was 23.5%, 38.8%, and 53.4%, respectively. Density of Ni-Mo-SiC-TiN coatings does not obviously change with deposition time. As the deposition time increased, the error between the theoretical model and the results obtained from deposition rate increased. The main reason for this is that an increase in the electrodeposition time will cause a large change in resistance. Table 3 also lists the density, yield strength, densification strain, and W v of the aluminum foam after the electrodeposition experiments. W v represents the energy absorbed per unit volume when the aluminum foam is deformed. When comparing the compression properties of the samples after different electrodeposition times, it was found that the stress-strain curves of aluminum foams moved upward with the increase of electrodeposition time. This is mainly because an increase in electrodeposition time will increase the quality of the coating on the aluminum foam. The quality of the coating on the surface increases the strength and stiffness of the aluminum foam. From the stress-strain curve, it can be seen that the curve appeared to fluctuate in the stress platform stage, which is due to the instability of the aluminum foam. This can be attributed to the non-uniformity of the aluminum foam's cell structure and its rough surface. When the stress-strain curve passes the linear elastic phase, the stress tends to decrease; the reasons for this are discussed in the literature [33, 34] .
The stress remained almost constant as the strain increased in the stress platform stage, which allowed the sample to absorb a large amount of energy during the compression process. Figure 6 shows the absorbed energy per unit volume of the aluminum foam during the quasi-static compression experiment in the stress-strain curve. Its calculation expression is [35] 
where ε D represents the densification strain, which corresponds to a sharp rise in stress during compression because the aluminum foam is crushed and deformed and the cell structure completely collapses, and σ(ε) represents the stress. Gibson et al. proposed the following relationship between the densification strain of closed-cell aluminum foam, ε D [36] , and the relative density ρ:
where ρ is the ratio of the apparent density ρ of the aluminum foam to the density ρ s (2.70 g/cm 3 ) of the aluminum foam matrix.
The relationship between the W v and the apparent density ρ of aluminum foams is obtained from the above two formulas:
The relationship indicates that W v is related to the density of aluminum foams. The specific relationship between the density and mechanical properties of samples was explored after the electrodeposition experiments, the density of aluminum foams after the electrodeposition of a coating between the W v , and yield strength σ s were respectively fitted. The fitting results are shown in Figure 6c , d. The relationship between the unit volume energy absorption W v and the density ρ is
From the fitting results, the value of a, b 1 , and b 2 is −12.05942 ± 1.72093, 40.51736 ± 5.70059, and −28.13555 ± 4.65988, respectively. The value of the correlation coefficient R 2 is 0.99376.
The relationship between the yield strength σ s and the density ρ is
From the fitting results, the value of d, c, and the correlation coefficient R 2 is −0.5350 ± 0.44692, 5.0664 ± 0.74711, and 0.93748, respectively.
Due to the particular structure of each cell of the aluminum foams and the differences in the deposition rate, the data shown in Figure 6c are relatively discrete.
When the aluminum foams were subjected to electrodeposition for 10 min, 20 min, 30 min, and 40 min, W v was quadratic with ρ, and σ s increased linearly with ρ. Comparing the mechanical properties of the substrates, which were coated with a Ni-Mo coating and a duplex nanoparticles reinforced Ni-Mo coating, the addition of nanoparticles only slightly increased W v and σ s . This limited enhancement of the compressive properties is due to the small amount of nanoparticles in the Ni-Mo coatings.
Corrosion Resistance
The corrosion resistance of the aluminum foam and the aluminum foams with an electrodeposited Ni-Mo coating and a duplex nanoparticles reinforced Ni-Mo coating was detected. The obtained polarization curves are shown in Figure 7a . Table 4 lists the corrosion parameters extracted from the polarization curves. After the Ni-Mo coating was electrodeposited on the aluminum foam, the corrosion potential of the aluminum foam was positively shifted from −1160 mV to −937 mV and the corrosion current density decreased from 4.48 × 10 −5 A/cm 2 to 3.90 × 10 −5 A/cm 2 . The pitting potential and the potential for primary passivation were positively shifted by 48 mV and 225 mV, respectively. The positive shift of the Zero current potential was due to changes in the hydrogen evolution reduction process. Both the aluminum foam and the aluminum foam with an electrodeposited Ni-Mo coating formed passive films. The aluminum foam formed a passive film because of the oxide layer. The oxygen-rich surface reacted with the etching solution to form an adsorption layer. The adsorption layer prevented contact of the etching solution with the surface of the plating layer to prevent the hydration of nickel, which is the first step in the formation of a passive nickel film on the surface of the aluminum foam covered with the Ni-Mo coating. the plating layer to prevent the hydration of nickel, which is the first step in the formation of a passive nickel film on the surface of the aluminum foam covered with the Ni-Mo coating. Compared with the substrate, the corrosion resistance of the samples after electrodeposition was greatly improved. The Ni-Mo coating was found to effectively protect the aluminum foam from corrosion. In order for a corrosive liquid to have a corrosive effect on the aluminum foam's substrate, the passivation film on the surface of the aluminum foam must first be destroyed. The  in the etching solution was found to easily pass through the passivation film due to the small radius and adsorb on the samples to hinder the adsorption of oxygen. The cations in the passivation film combined with the to form a soluble chloride. The substrate was partially exposed due to the local corrosion. The aluminum foam had a galvanic effect with the oxide film to form a corrosive micro-battery. The matrix and the impurity elements Ca, Ti, and Si, which were contained in the aluminum foam, also formed a corrosive micro-battery. This resulted in an uneven accumulation and distribution of , which exacerbated the local corrosion.
The coating was able to effectively protect the aluminum foam matrix mainly because the electrodeposited coating could separate the aluminum foam matrix from the etching solution so the Ni-Mo coating had an initial corrosion. The amorphous Ni-Mo alloy coating had good corrosion resistance, and the Mo element could easily form an inert oxide with oxygen in solution to prevent further corrosion of the coating [37, 38] . The plating layer was uniform and compact. The coating had a thickness of about 25 μm. The pinholes and cracks in the plating layer were reduced. These all made Compared with the substrate, the corrosion resistance of the samples after electrodeposition was greatly improved. The Ni-Mo coating was found to effectively protect the aluminum foam from corrosion. In order for a corrosive liquid to have a corrosive effect on the aluminum foam's substrate, the passivation film on the surface of the aluminum foam must first be destroyed. The Cl − in the etching solution was found to easily pass through the passivation film due to the small radius and adsorb on the samples to hinder the adsorption of oxygen. The cations in the passivation film combined with the Cl − to form a soluble chloride. The substrate was partially exposed due to the local corrosion. The aluminum foam had a galvanic effect with the oxide film to form a corrosive micro-battery. The matrix and the impurity elements Ca, Ti, and Si, which were contained in the aluminum foam, also formed a corrosive micro-battery. This resulted in an uneven accumulation and distribution of Cl − , which exacerbated the local corrosion.
The coating was able to effectively protect the aluminum foam matrix mainly because the electrodeposited coating could separate the aluminum foam matrix from the etching solution so the Ni-Mo coating had an initial corrosion. The amorphous Ni-Mo alloy coating had good corrosion resistance, and the Mo element could easily form an inert oxide with oxygen in solution to prevent further corrosion of the coating [37, 38] . The plating layer was uniform and compact. The coating had a thickness of about 25 µm. The pinholes and cracks in the plating layer were reduced. These all made the distribution of Cl − become uniform. The corrosion on the surface of the coating was relatively uniform. Then, there was a better corrosion resistance.
From the polarization curves of the samples, corrosion parameters can be obtained. The corrosion potential was shifted from -0.937 V for the Ni-Mo coating to -0.866 V for the duplex nanoparticles reinforced Ni-Mo coating, and the corrosion current density was reduced from 3.90 × 10 −5 A/cm 2 to 2.72 × 10 −5 A/cm 2 . This change illustrates that the SiC and TiN nanoparticles can have an improvement on the corrosion resistance of the Ni-Mo coating. The reason for this is that these two kinds of nanoparticles are inert nanoparticles that have a certain degree of corrosion resistance. Dispersed nanoparticles can enhance the corrosion resistance of the coating because the nanoparticles can block the etching solution and the coating from coming into contact. Figure 7c shows the SEM of the sample after the polarization experiment in corrosive solution. The aluminum foam was severely corroded, and there were many corrosion products and corrosion pits on the aluminum foam. An EDS spectrum analysis was performed on the corrosion surface, and the oxygen content in the corrosion product was found to be 17.04 wt.%. Compared with the aluminum foam, the Ni-Mo coating provided better protection to the substrate. Corrosion occurred on the surface of the coating when corrosion occurred. Local corrosion cracks could be observed, and the oxygen content in the corrosion products decreased to 8.03 wt.%. After adding duplex nanoparticles, the number of corrosion products was significantly reduced. This is because the two inert types of nanoparticles protected the matrix coating. Nanoparticles filled the voids in the matrix coating and improved the compactness of the coating. The smaller contact area effectively reduced the corrosion rate. The low content (4.69 wt.%) of oxygen also indicated an improvement in corrosion resistance. Figure 7d shows the corrosion morphologies of the aluminum foam, the Ni-Mo coating, and the duplex nanoparticles reinforced Ni-Mo coating deposited at the voltage of 6.0 V after the immersion test. There are many corrosion pits on the surface of the substrate. The aluminum foam was obviously corroded because there was no protection of the coatings. The Ni-Mo coating was slightly corroded, and only a few corrosion products existed. Almost no corrosion was observed on the surface of the duplex nanoparticles reinforced Ni-Mo coating due to the protection of the nanoparticles. Table 4 lists the corrosion rates of different samples. Compared with the aluminum alloy matrix, the corrosion rates of the Ni-Mo coating and the duplex nanoparticles reinforced Ni-Mo coating were improved by 51.9% and 72.5%, respectively. 
Conclusions
1.
A uniform and dense duplex nanoparticles-reinforced Ni-Mo coating with a thickness of 25 µm was obtained by electroplating on the aluminum foam surface for 10 min at 6.0 V. The bond between the substrate and the coating was good.
2.
The duplex nanoparticles reinforced Ni-Mo coating had a structure of FCC. The crystallite size of the Ni-Mo coatings was decreased from 13.31 nm to 12.14 nm after adding the duplex nanoparticles. The results indicate that increasing the electrodeposition time can effectively enlarge the crystallite size.
3.
After the aluminum foams were coated with a duplex nanoparticles-reinforced Ni-Mo coating, there was a significant improve in the mechanical properties of the aluminum foams. When the electrodeposition time was 40 min, the W v of the aluminum foam increased from 0.852 J to 2.520 J, and the σ s increased from 1.06 MPa to 2.99 MPa. The addition of nanoparticles made a limited improvement to the mechanical properties.
4.
The duplex nanoparticles-reinforced Ni-Mo coating was found to have better corrosion resistance. Compared to the aluminum foams, the self-corrosion potential, the pitting potential, and the potential for primary passivation were positively shifted by 294 mV, 99 mV, and 301 mV, respectively. The corrosion rate of the aluminum foam covered with a Ni-Mo coating was reduced by 51.9%. After adding nanoparticles, the corrosion rate was reduced by 72.5%. The nanoparticles obviously improved the corrosion resistance.
